
Specification Requirements - Lot 1 GPU Hub Programme 
ACOUSTICS 
1. ACOUSTIC STANDARDS 

1.1. Grade A 
1.1.1. Speech Audibility: Normal conversation is generally unintelligible; 
1.1.2. Typical room construction method: Solid flank walls raised floor to underside 

of ceiling, above ceiling barrier, front has acoustic barrier either across full width 
of front with small opening for return air (preferred) or extends out beyond front 
wall to prevent flanking noise transmission; 

1.1.3. Typical Application: Generally for work office in office locations on the 
perimeter of internally. 

1.2. Grade B 
1.2.1. Speech Audibility: Raised conversation is generally unintelligible, normal 

conversation largely inaudible; 
1.2.2. Typical room construction method: As per Type A but higher performance 

wall and void barrier, front has acoustic barrier across full width with crosstalk 
attenuator for return air; 

1.2.3. Typical Application: Higher performance cellular offices (people with louder 
voices or speakerphones), internal meeting rooms. 

1.3. Grade C 
1.3.1. Speech Audibility: Loud conversation (amplified sound) is generally 

unintelligible, raised conversation largely inaudible, normal conversation 
inaudible; 

1.3.2. Typical room construction method: Full height (slab to slab walls) to flank and 
front with crosstalk attenuators; 

1.3.3. Typical Application: Client facing meeting/conference rooms. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



SPECIFICATION PREAMBLE 
 

2. SECTION A – PRELIMINARY ITEMS 
2.1. Description of Work 

2.1.1. The work covered by this specification outlines the requirements for the 
baseline of Finishes, Systems and Loose Furniture for the Government Hubs 
Programme as indicated on the project specific furniture plans, and described in 
this specification. All furniture images depicted are manufacture non-specific, 
any resemblance to other products is coincidental only. 

3. SECTION B – DESIGN/PERFORMANCE REQUIREMENTS 
3.1. General Requirements for Systems Furniture 

3.1.1. Furniture provided by the Trade Contractor shall conform in all respects to the 
descriptions as provided in this document.  

3.1.2. The Trade Contractor shall specify and supply all units, components, 
hardware and all parts required to assemble and install items as described in 
this document.  

3.1.3. The Trade Contractor shall be responsible for ensuring the structural integrity 
of any customisation required to comply with the design criteria laid out in the 
attached Specification Sheets.  

3.1.4. Unless stated differently in Section C, all specification requirements listed in 
Section B shall apply.  

3.1.5. The Trade Contractor shall be responsible for providing the correct model 
number/reference code for each item specified in Section C of this document. 
The information given in Section C is for guideline use only. If model no. / 
reference codes have been provided which do not reflect the description or 
image of the production listed, then it is the Trade Contractor’s responsibility to 
confirm correct specification and supply correct model no / reference code for 
item prior to tender return or order. 

3.1.6. The Trade Contractor shall be responsible for ensuring the structural integrity 
of any customisation required complies with the design criteria laid out in the 
attached Section C of this document.  

3.1.7. The Trade Contractor shall guarantee that the design and installation of all 
electrical items conforms to all governing regulations, including British 
Standards and Codes of Practice, or any foreseeable regulations. 

3.2. Finishes 
3.2.1. Project designer / architect is expected to use the finish specifications as a 

guideline only. 
3.2.2. All fabrics / finishes specified shall be applied strictly adhering to the 

instructions of the finish manufacturer for application and fixing.  
3.2.3. All fabrics / finishes shall be submitted for approval and must match 

Architect’s control samples. At further competition and prior to order the Trade 
Contractor shall submit two (2) samples of each fabric / finish specified for 
approval.  

3.2.4. It is the responsibility of the Trade Contractor to ensure that the fabric / finish 
specified matches the architect’s control sample. Fabric / finishes codes given in 
this document are supplied by the fabric manufacturer / Supplier, the architect 
accepts no responsibility for incorrect codes – all fabric specifications shall be 
checked against control samples and not reference codes.  

3.2.5. The Trade Contractor shall be responsible for ensuring all Customers’ Own 
Material (COM) complies with fire regulations. If a fabric does not meet with fire 



regulations, the Trade Contractor shall submit an alternative fabric for approval 
by architect.  

3.2.6. The Trade Contractor shall be responsible for the procurement of all COM 
specified by the client. The cost of COM shall be included in the unit cost of the 
furniture item supplied by the Trade Contractor. The lead time of COM shall be 
incorporated into the lead time of the furniture item and not quoted separately. 
The Trade Contractor shall assume all responsibility that a COM fabric specified 
will work with the article of furniture specified. 

3.2.7. All table / desk surfaces shall be sealed with a finish impervious to normal 
office hazards such as heat, alcohol, water and acetone. 

3.3. Environmental 
3.3.1. New product shall be packaged in recyclable material.  
3.3.2. Product shall be recyclable at the end of its life.  
3.3.3. All Furniture will have at minimum a recycled content (10% post-consumer 

50% pre-consumer) – Trade Contractor to provide recycled content for furniture 
and furnishings.  

3.3.4. Trade Contractor to ensure that product meets both mandatory and, where 
applicable, best practice technical specifications and award criteria of the 
Government Buying Standards for Office Furniture.  

3.3.5. Rapidly Renewable Materials – The definition of a rapidly renewable material 
would be products made from plants that are harvested within a 10-year or 
shorter cycle.  

3.3.6. Product emissions shall meet current standards – Trade Contractor to provide 
certificate if product is Greenguard Indoor Air Quality Certified.  

3.3.7. If product is not certified as the above, the Trade Contractor shall provide the 
emission limits for all products. The limits of which are set out below:  

3.3.8. Trade Contractor to recycle all packing and material. 
 

Table 1. Indoor Air 
Concentrations  
 
Chemical Contaminant 

Emission Limits  
 
Systems Furniture 

Emission Limits  
 
Seating 

 
TVOC 
 

 
0.5 mg/m3  

 
0.25 mg/m3 

 
Formaldehyde 
 

 
50 parts per billion 

 
25 parts per billion 

 
Total Aldehydes 
 

 
100 parts per billion 

 
50 parts per billion 

 
4 – Phenylcyclohexene (4-PCH) 
 

 
0.0065 mg/m3 

 
0.325 3 

 
 

3.4. Quantities 
3.4.1. The specification of this document provides outlined description for each 

furniture type. It is the Trade Contractor’s responsibility to specify all 
components required from the product line submitted at further competition to 



meet the specification requirements when applied to the Client produced space 
plans. 

3.5. Standards 
3.5.1. As a minimum the furniture items must comply with the following standards. It 

is the Trade Contractor’s responsibility to ensure that each furniture item 
complies with the relevant part of each standard given. If a standard listed here 
has been superseded, the furniture item must comply with the new established 
standard. 

3.5.2. Structural Performance: 
3.5.2.1. BS 5459-2 – Specification for performance requirements and tests for 

office furniture.  
3.5.2.2.  BS 4875 – Strength and stability of furniture.  
3.5.2.3.  BS 7945 – Non-domestic furniture. Seating. Determination of stability.  
3.5.2.4.  BS EN 12529 – Castors for furniture. Castors for swivel chairs.  
3.5.2.5.  BS EN 12528 – Castors for furniture.  
3.5.2.6.  BS EN 1023 – Office Furniture. Screens. 
3.5.2.7.  BS 1335-2 – Office Furniture. Office work chair. Safety requirements.  
3.5.2.8.  BS 1335-3 – Office Furniture. Office work chair. Safety test methods. 

3.5.3. Dimensions and Ergonomics: 
3.5.3.1. BS EN 1335-1 – Office Furniture. Office work chair. Dimensions.  
3.5.3.2.  BS EN 527-1 – Office Furniture, Worktables and desks. Dimensions.  
3.5.3.3.  BS EN ISO 9241 – Ergonomic requirements for office work with visual 

display terminals. 
3.5.4. Electrical Systems / Lighting: 

3.5.4.1. BS 6396 – Electrical systems in office furniture and office screens.  
3.5.4.2.  BS 4533 – Luminaries.  
3.5.4.3.  BS EN 60598 – Luminaries. 

3.5.5. Finishes and Substructures: 
3.5.5.1. BS 6261 – Method of evaluation the application of and interaction 

between components in upholstered furniture. 
3.6. Warranties 

3.6.1. All Trade Contractors shall provide detailed warranty documentation, with an 
expectation of 8 years minimum for all furniture. 

4. SECTION C – DETAILED SPECIFICATION REQUIREMENTS 
4.1. General Details 

4.1.1. WORK SURFACES 
4.1.1.1. Work surfaces and free standing filing units shall be initially installed at 

a height of 720mm unless otherwise specified. 
4.1.1.2. All work surfaces shall be of structural 45 PCF particleboard. 
4.1.1.3. Desks / benches shall be supported at each end and at intermediate 

points as required to support desk top equipment, such as computers and 
printers, with minimal deflection. Maximum acceptable deflection is 1/360 
of the work surface length in accordance with established industry 
standards.  

4.1.1.4. Work surfaces shall be finished on all sides and edges.  
4.1.1.5. Metal to metal fixings shall be used for hardware fixing into surface.  

4.1.2. SYSTEM STORAGE UNITS 
4.1.2.1. Unless stated otherwise the following will apply: locks – each unit to 

be lockable with a single locking mechanism and different from each other. 
All locks shall be master keyed. It shall be possible to suite all unit locks 
within a workstation so as to be keyed alike if required.  



4.1.2.2. Drawer suspension shall be heavy-duty, full-extension, progressive-
action metal slides with silent ball bearings and positive stop action, 
Accuride or approved equal. A minimum of 68kg rated load capacity.  

4.1.2.3. All file drawers shall be provided with hanging bars to accommodate 
either A4 or foolscap suspended filing.  

4.1.2.4. Box drawers shall be capable of compartment segregation with 
dividers.  

4.1.2.5. Each unit with drawers shall be equipped with an interlocking drawer 
safety mechanism to prevent tipping by allowing only one drawer at a time 
to extend into an open position.  

4.1.2.6. Unless stated otherwise the following will apply: Drawer / door pulls to 
be a concealed, continuous, chamfered finger pull. Drawer / door fronts to 
be flat.  

4.1.2.7. Lockers units shall be of suitable size to accommodate user’s day to 
day items i.e. laptop, A4 file, jacket and bag. 

4.1.3. WORKSTATION PANELS AND PANEL ACCESSORIES (WHERE 
REQUIRED) 

4.1.3.1. Panels shall be installed to workstation frame as required.  
4.1.3.2. Fabric panels shall be tackable.  
4.1.3.3. All panel runs shall maintain a level appearance at the top of the 

panels, squared off with flush continuous vertical plane.  
4.1.3.4. All panel faces shall be uniform in appearance and show no ‘surface 

undulation’. 
4.1.3.5. Panel hung components shall have positive locking panel 

connections. 
4.1.4. CABLE MANAGEMENT AND COMPUTER ACCESSORIES 

4.1.4.1. The Trade Contractor shall allow for close liaison / co-ordination with 
the clients electrical and data cabling contractors. If required the Trade 
Contractor shall attend site prior to furniture installation, to mark out on 
raised floor, setting out positions of furniture for purpose of locating floor 
boxes and grommets.  

4.1.4.2. Horizontal cable management to be a continuous wire basket running 
under work surface. Cable management shall be of a size able to 
accommodate power and data outlets, copex cables, fibre optic cables 
with segregated distribution.  

4.1.4.3. Drop down cable management basket with plenty of opportunity to fix 
data/power.  

4.1.4.4. Cable access from under desk cable management system to topside 
of work surface shall be via personal power outlets on desk (a gap 40mm) 
large enough to pass a ‘Weiland’ size cable connection through.  

4.1.4.5. Cable management shall be able to be fitted retrospectively in the 
field. The data cabling specification is for a 4 port power outlet. A Copex 
type containment with a metal GOP module with 4 RJ45 outlet. (GOP = 
Grid Outlet Position) Cable tray to be able to accommodate power, a GOP 
module and possible power chargers.  

4.1.4.6. Vertical cable distribution shall allow for flexible, concealed and 
protect connection from floor box / grommet to horizontal cable 
management. Shall have segregated distribution.  

4.1.4.7. Power modules shall be 32A rated and be provided with internal circuit 
protection in the form of a replaceable fuse rated at 5A maximum. Each 
power module to be individually switched unless stated otherwise.  



4.1.4.8. Above desk power modules shall designed in such a way as to ensure 
clear access of outlet cord personal power specification as stated in this 
specification.  

4.1.4.9. The Trade Contractor shall guarantee that the design and installation 
of all cable management componentry, including power modules and task 
lights, conforms to all governing regulations.  

4.1.4.10. CPU holder – solid support from top with cantilever base and 
restraining strap as required.  

4.1.4.11. Earthing point to be identified.  
4.1.4.12. Monitor arms to be able to be received as required. 

4.1.5. FURNITURE FINISHES 
4.1.5.1. All work / meeting table surfaces finish to be white high pressure 

laminate (OR an alternative laminate bonded to substrate material that 
complies with the performance criteria outlined in the specification) unless 
otherwise specified.  

4.1.5.2. Desk frame and supports to be factory sprayed finish with colour to be 
project specific.  

4.1.5.3. All meeting table bases to be satin aluminium finish or similar unless 
otherwise specified.  

4.1.5.4. Upholstery fabrics to be in line with fabric range as specified.  
4.1.5.5. Metal storage units to be factory sprayed finish colour to match 

system desk frame colour unless otherwise specified. 

 

 

 

 

 

 

 

 

 

 

 

 

 



FURNITURE SPECIFICATION 
 

Please Note: Images are for reference only 

 

 



 

 

 

 

 

 



 

 

 

 



 

 

 

 

 



 

 

 

 

 

 

 



 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 



 

 

 

 

 



 

 

 

 

 

 



 

 

 

 

 

 

 



 

 

 

 

 



 

 

 

 

 



 

 

 

 

 

 



 

 

 

 

 

 

 

 



 

 

 

 

 



 

 

 

 

 



 

 

 

 



 

 

 

 

 

 

 



 

 

 

 

 



 

 

 

 

 

 



 

 

 

 

 

 



 

 

 

 

 

 



 

 

 

 

 

 



 

 

 

 



 

 

 

 

 



 

 

 

 

 

 

 

 



 

 

 

 

 

 



 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 



 

 

 

 

 

 



 

 

 

 

 

 



 

 

 

 

 

 



 

 

 

 

 

 



 

 

 

 

 

 

 

 

 



 

 

 

 



 

 

 

 

 

 

 

 



 

 

 

 



 

 


